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ADHESIVO DE

PARA PVC & PU

AGHESIVO DE DOSLE CONTACTO BASE SOLVENTE

Alp-1® |

PEGAAERE REACTIVACIE)

ALOR PARA EL PECADG

Adhesive specially designed for the footwear industry, ideal for bonding PVC, PU (polyurethane), TR, fabric, and leather soles. It also
works exceptionally well for bonding PVC films used in inflatable items, tarpaulins, canvas, awnings, and more.

Specifications

Applications

Feature Unit Value
Chemical base - Polyurethane
Specific weight g/cm’ 0.86
Solid content % >17
Brookfield viscosity cP 4500 +1000
Reactivation Infrared rays or heat

Presentation Tin 14 kg

Color

- Colorless/translucent

Instructions for Use

Materials to be bonded should be clean, dry and free of grease and dust.
o Apply the adhesive on both surfaces using a roller, brush, etc.
° Allow the solvent to evaporate for 20 to 40 minutes. The time depends

on environmental conditions.

o Reactivate with infrared rays or heat at 80-85°C for a few minutes (ap-
proximately 3-4). The heat source should not be igneous, generating no

sparks or flames.

° Immediately press firmly and join together, then clamp.

° Ultimate strength is achieved after 24 hours.

° For materials that are difficult to bond, it is recommended to increase
the contact surface by sanding, scraping, or chemical etching. Also, pri-
me beforehand with halogenating agents.

o Footwear industry;

° Bonding of PVC, polyurethane, TR, fabrics, leather;
° Bonding of canvas, awnings, tarpaulins;

° Repair and manufacturing of inflatable items.

Warranty

TACSA warrants this product for 18 months in unopened packages, under
fresh and dry storage conditions, and at temperatures between 5-27°C.
To avoid contamination of unused product, do not return any material to
its original content.

Regulations

Product exempt from oversight by the Registro Nacional de Precursores
Quimicos (RENPRE) according to DI-2024-227-APN-DNPQ#MSG

The provided information is based on experimental resulfts under controlled temperature and humidity conditions, and its repetitiveness depends on external conditions, application methods and
tools used. TACSA shall not be held liable for any loss, injury, damage or detriment resufting from an incorrect handling or misuse of the product. Its suitability shall be previously determined for the

intended purpose.
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